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Operation'

1. Position the FX50 Fume Exhauster facing the work area.

2. Thrn the Power Switch to the On ("1") position.

3. Adjust the angle of the exhauster to maximize fume removal. The angle
can be easily adjusted by loosening the 2 Locking Knobs, tilting the
exhauster housing to tlJe desired position and tightening the Locking
Knobs to secure the housing in place.

Maintenance

Periodic Maintenance

Th.eFX50 Fume Exhauster requires no periodic maintenance except to replace the
filter as necessary. The unit should be kept clean. If there is any noticeable damage
to the FX50 Exhauster, replace the unit.

Filter Replacement
The filter should be replaced at least once a month or sooner under normal
operating conditions. If the filter appears to be clogged with contaminants or dust,
replace inunediately. Three (3) filters are shipped with the FX50 Fume Exhauster.
Never allow the filter to become wet.

Procedure

1. Disconnect FX50 Fume

Exhauster from AC Supply.

2. Pull the top of the Grille forward
and remove old Filter.

3. Insert new Filter and close the
Grille to secure new Filter in
position.

5. Connect FX50 Fume Exhauster
to AC supply.

6. Discard used Filter in
accordance with Federal, State
& Local regulations.

I Replacement PartsI

I

Replacement Filter (package of 5) -Order Part Number 8883-0200-P5
If power cord is defective, it must be replaced by an authorized PACE dealer.
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The SodrTek FX50 Fume Exhauster is designed to reduce the level of hannful
contaminants from the work environment. Its powerful, high performance fan
removes flux fumes generated during soldering or desoldering operations and pulls
them into a replaceable activated carbon filter.

The information contained in this manual will provide you with the information
necessary to properly install, operate and maintain the SodrTek FX50 Fume
Exhauster.

@
Static Safe

For any questions regarding the following instructions, contact your local
authorized dealer or contact SodI'l'ek directly at:

Telephone (301) 490-9860, Fax (301) 604-8782

SODRTEK'"
9893 Brewers Court

Laurel MD, U.S.A. 20723-1990
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